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OPIRA NSW

32 DIVIDEND STREET
MANSFIELD, QLD 4122

OPIRA BRISBANE

25 GRAHAM ROAD
CLAYTON SOUTH, VIC 3169

OPIRA MELBOURNE

9 EARLSTON PLACE
BOORAGOON, WA 6154

OPIRA PERTH

1300 157 969
SOLUTIONS@OPIRA.COM.AU

CONTACT US

The Sanuvox Quattro system is designed for the 
disinfection of airborne virus, bacteria, and common 
odours.

The Quattro is installed in a duct or supply duct 
parallel to the airflow, maxamising contact and UV 
exposure time and consists of four 45.72 cm lamps, 
each with individual parabolic aluminium reflectors.

Key Features of the Opira Quattro
•	 4 high-intensity 19mm UV lamps
•	 Reflectors focus and maximise UV energy
•	 Outdoor LED indicating lamp status

Oprional Features
•	 Seamless BMS connectivity
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SANUVOX QUATTRO
AIR PURIFICATION UNIT

WARRANTY

YEARS
ON LAMPS
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Bio-Sterilisation

Lamp Length
45.72  cm

Installation: 
In-Duct

Reduction of 
Odours and 

Chemical 
Contaminants

BENEFITS
•	 Complements filters by disinfecting what filters 

do not capture 
•	 Protects the occupants of the building from 

airborne virus, and bacteria 
•	 Effective against SARS CoV2 
•	 Designed specifically to each HVAC system 
•	 Provides a 99.99% disinfection of bio-

contaminants in the airstream in one pass 

WARRANTY

YEARS
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ON BALLASTS


