
32 Dividend Streeet

FDC-PRO FORENSIC EVIDENCE DRYING CABINET
WITH PLC+HMI USB TOUCHSCREEN
- an advanced new style of forensic evidence drying cabinet -



FDC-PRO FORENSIC EVIDENCE DRYING CABINET

The PLC Touchscreen control system can display and download all cycle data via a USB
data logger port adding to the integrity of the system. The systems screen will show 
when the cycle is complete. All calibration and settings are done on the touchscreen. 
An optional UV Light with time setting facility is available for dry sterilisation of the 
cabinet. Airflow is monitored and if it drops below the pre-set level an alarm screen 
will display what has happened. The Data Logging USB port allows recorded drying 
cycles to be downloaded in XL format using a USB Memory stick. The home screens 
allow the user ID and evidence ID to be entered which is then displayed on the record-
ed cycle.

The cabinets downflow design and double fans create a slight positive pressure to the 
drying area which reduces any cross-contamination issues with evidence in the drying 
cabinet. The incoming air is first passed through a hepa filter before passing in a 
sterile laminar flow pattern over the evidence being dried. The second fan extracts the 
air through another hepa filter and carbon filter to ensure no dangerous substances 
are exhausted into the atmosphere.

Each cabinet is equipped with a complete plumbing package that makes cleaning the 
cabinet easy. The spray hose is kept outside of the drying area to prevent any issues 
with cross contamination. A drain hose with a flexible waste hose is provided to allow 
wastewater to be removed from the cabinet. The space inside the cabinet can be used 
to provide a full-length hanging space and has a removable shelf for the storage of 
smaller items.

FDC-PRO-100 FDC-PRO-150

 730 x 700 x 1120      

250m3/Hr

FDC-PRO-75
 750 x 720 x 1925    Dimensions (WxDxH), mm

Approx. Internal Dimension, mm

Airflow (m3/hr)

Catalogue No.
 1000 x 720 x 1925     1500 x 720 x 1925    

 980 x 700 x 1120     1480 x 700 x 1120    
250m3/Hr 250m3/Hr
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Single Phase 230v 50Hz, 5A fuse - 360 W (Watts)

Electronic Display with Heater Setting Control/ Lock IndicationPLC+HMI Touchscreen with USB Download, All Parameter Settings

Lockable & Swivel Wheels Fitted - Load Capacity 160Kg (Static) 360Kgs 
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(UV Optional Extra)
DC speed controlable Noise Centrifugal Fans
Polypropylene fabricated chamber, epoxy powder coated steel door
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FDC-PRO-75
1
2

QUANTITY

Code
FDC-001-60

FDC-030-40

 1  
FDC-PRO-100

2

2

2

FDC-PRO-150
GP 

Filter 

HEPA 
GP 

Filter 

HEPA 
GP 

Type

HEPA 

Use 

Solvents

Particulates

FILTERFILTER


